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VFL Testing of Detector Voltage as it Relates to Interference Detection 

 

The DataMaster DMT is an infrared breath testing device designed to identify and quantify ethanol on 

the breath of individuals.  It works on the basis of infrared absorption at specific wavelengths unique to 

ethanol.  The DMT employs a Lead Selenide IR detector which is a photoconductive device that has 

sensitivity to IR in approximately the 2 to 5 micron range.  The detector produces an output current 

proportional to the amount of IR energy incident on its surface.  There are three filters within the DMT 

which filter the IR energy into specific and narrow regions.  Those filters are centered at 3.44, 3.37 and 

3.50 microns.  These wavelengths allow for characterization of the absorption peak of ethanol in the 3.4 

micron range where it has strong absorption of IR energy.  The ratios between these three filters are 

unique to ethanol.  

The detector voltage of the DMT is the DC output voltage of the detector processing circuitry.  The 

voltage is typically viewed with the 3.44 micron filter (filter 1) in the optical path.  When switching 

between the three filters, the detector voltage usually changes, though it is possible that there may be 

no difference in the reported voltages.  The differences, if seen, are not due to the different 

wavelengths of the filters, but rather are due to the different characteristics of each filter’s peak 

transmittance, half peak bandwidth and other variations of the transmittance characteristics of the 

individual filters. 

The DC output voltage level of the detector (“detector voltage”) is dependent on a number of conditions 

including detector sensitivity, IR source intensity, bias voltage level applied to the lead selenide, 

temperature of the detector as determined by the thermoelectric cooler, efficiency of the optical path 

through which the IR energy is transmitted (sample chamber), the peak transmittance and bandwidth of 

the IR filters and gain and offsets of the electronics processing the detector output current.  

During instrument setup, a technician will adjust the parameters of the bias voltage level, TEC cooler 

level and IR source intensity per manufacturer’s specifications such that the output DC voltage of the 

detector circuit is near zero volts when the 3.44 micron filter is in the optical path.  Changes in the 

system components over time may cause the detector voltage to change from its original set value. 

Because of this, a zero baseline is established for each of the three wavelengths during the ambient 

zeroing process as part of every test sequence.  A zero baseline is established for each of the three 

wavelengths as the voltage produced when each of the filters is inserted into the optical path is unique, 

as stated above.  The DMT will zero the voltage so long as it is no more than approximately 1.500 volts, 

positive or negative, away from zero.  If the voltage is within the allowable range for zeroing, the 
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process will go forward.  If the voltage starting point is too far away from zero, the DMT will halt the test 

and produce an error message indicating that a filter will not zero. 

The particular voltage level of the detector output has no bearing on the DMT’s design or ability to 

identify interfering compounds in a breath or simulator sample.  Interference detection is based on the 

ratio of absorption among the three filters.  During calibration, a solution containing a known ethanol 

concentration (Ca) is analyzed by the instrument and normalized by dividing the known value (Ca) by the 

analyzed value resulting in the CAL.  Furthermore, ratio calculations are determined based on the 

absorbance of ethanol at each of the three filters.  These determinations, unique to ethanol, are 

compared to all subsequent analyses and must meet the criteria programmed in the DMT to qualify the 

sample as free of interfering substances.  The starting detector voltages are not relevant so long as they 

are able to be zeroed at each of the three wavelengths, just as it had been during the calibration 

process. 

During the predeployment testing of the DMT instruments in 2006-2009, there were observations made 

of certain instruments not performing well on interference testing.  It was also noted that on some of 

these instruments, the detector voltage had drifted to levels above 300mV.  An incorrect correlation was 

assumed that this higher detector voltage was the cause of the poor interference detection of the 

instruments.  This phenomenon of high voltage and poor performance has proven to be coincidental, 

not causational.  It was noted that on many of these instruments, the detector was replaced due to 

short term instability problems.  A detector that is unstable in the short term would change detector 

voltage by 30mV or more over the time between the ambient zeroing and subsequent analysis.  This 

would cause errors such as interference being detected when no interfering compounds were present, 

failing to detect an interfering compound that was present, filter won’t zero error, calibration check 

errors and more.  There is also documentation from this predeployment testing that shows instruments 

with high detector voltages successfully identifying interfering compounds.  

DataMaster DMT 104509 was tested on 9/19/2011 against a solution of 0.01% vol/vol Acetone in 0.08 

g/210L Ethanol.  The detector voltage prior to the interference analysis was 0.029V at filter 1, 0.620V at 

filter 2 and 0.192V at filter 3 (see page 3).  This instrument identified the interfering substance 10 out of 

10 times (see page 4).  Instrument 104509 was subsequently deployed to Ludlow Police Department.  As 

observed on Routine Performance Check reports, the detector voltage steadily drifted to ~0.600V.  The 

unit was removed from the field on 6/27/2012.  On 6/28/12 the detector voltage was checked by 

performing a diagnostic test.  This test indicated that the voltage for filter 1 was 0.711V, 1.233V for filter 

2 and 0.823V for filter 3 (see page 5).  The instrument was tested against a solution of 0.01% vol/vol 

Acetone in 0.08 g/210L Ethanol.  The instrument was able to ambient zero prior to each sampling 

indicating that none of the three filter readings were beyond the limitations of the instrument.  The unit 

again reported interference detected 10 out of 10 times (see page 6).  Subsequent to the interference 

test, another diagnostic test was completed to show that the voltages had not changed significantly (see 

page 7).  In reviewing the filter results for both interference tests, the filter 2 readings (the wavelength 

at which acetone has a stronger absorption) were not significantly different.  This exemplifies the 

characteristics of the instrument: detector voltage over the long term has no impact on an instrument’s 

ability to detect interfering compounds.  
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